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PROJECT DESCRIPTION
GENERAL

THIS PROJECT INVOLVES THE RECONSTRUCTION OF THE EXISTING TRAFFIC SIGNAL AT THE INTERSECTION OF MD108 (WATERLOO ROAD)
~ AND OLD MONTGOMERY ROAD

INTERSECTION OPERATION

A CONTROLLER HOUSED

IN HOWARD COUNTY.

WILL OPERATE IN A FULLY ACTUATED MODE USING 5 NEMA PHASES.

SPECIAL NOTES
THE FOLLOWING CONTACT PERSONS FOR DISTRICT #7 ARE AS FOLLOWS:

1.

PROJECT CONTACTS:

MR. JOHN CONCANNON, ASSISTANT DISTRICT ENGINEER — TRAFFIC
PHONE: (307) 624-8141

MR. DAVE COYNE., ASSISTANT DISTRICT ENGINEER- MAINTENANCE
PHONE: (301) ©24-8105

MR. JAMES BUCKALEW, ENGINEER — UTILITY

PHONE: (301) 624-8116 '

MR. RICHARD L. DAFF., SR. CHIEF TRAFFIC OPERATIONS DIVISION
PHONE: (410) 787-7630

TRAFFTIC CONTROL:

A.  EQUIPMENT TO BE FURNISHED BY THE ADMINISTRATION AND INSTALLED BY THE CONTRACTOR
CATEGORY DESCRIFPTION UNITS QUANTITY
CODE NO.
963010 - FOUR CHANNEL LOOP DETECTOR AMPLIFIER RACK MOUNTED EA 3
971017 EIGHT PHASE (FULLY ACTUATED) CONTROLLER AND BASE MOUNTED CABINET (VIDEO DETECTION) EA 1
973023 FLAT SHEET ALUMINUM SIGNS CONSISTING OF: SF 150
R10-12 (36"X42") MAST ARM MOUNT EA 2
D3-2 (16" X VAR.) MAST ARM MOUNT EA 4
GUIDE SHIELD ASSEMBLY (30”X51") EA 2
GUIDE SHIELD ASSEMBLY (487X75") EA 2
R3-6(L) 30"X36" MAST ARM MOUNT EA 1
R3-5(R) 30"X36" MAST ARM MOUNT EA 1
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
CATEGORY DESCRIPTION UNITS QUANTITY
CODE NO.-
203030 TEST PIT EXCAVATION cY 3
585457 24" HEAT APPL. WHT. PERM. PREF. THERMO. PVT. MARK. LF 110
800000 2 INCH SCHED. 80 PVC CONDUIT - TRENCHED LF 15
801004 CONCRETE FOR SIGNAL FOUNDATION CY 11
805118 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED LF 210
805135 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED LF 450
805140 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED LF 75
805160 1 INCH LIQUID TIGHT., FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE LF 10
807400 ELEC. UTILITY SER. EQUIP. 120/240V 60 AMP EA 1
810555 INSTALL MICROLOOP PROBE 1000 FOOT LEAD IN CABLE EA 4
311001, FURNISH AND INSTALL HANDHOLE EA - 3
813015 INSTALL OVERHEAD SIGN SF 150
816001 FURNISH AND INSTALL VIDEO DETECTOR CAMERA EA 4
816010 CONTROL CABLE, 500 FOOT, VIDEO DETECTION CAMERA TO CONTROLLER EA 4
316015 VIDEDO INTERFACE EQUIPMENT A 1
818021 STEEL POLE WITH TWIN 50 FOOT MAST ARM EA 2
818036 STEEL POLE WITH SINGLE 50 FOOT MAST ARM EA 2
831010 220 WATT HPSV LUMINAIRE W/PHOTOCELL EA 2
832020 BARE COPPER GROUND WIRE. NO. &6 AWG LF 305
837001 GROUND ROD — 3 /4 INCH DIAMETER X 10 FOOT LENGTH EA 5
860270 8 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION EA 12
80277 12 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION EA 36
867107 SAWCUT FOR SIGNAL LOOP DETECTOR LF 100
832017 ELECTRICAL CABLE—- 1 CONDUCTOR (NO. 4 AWG) LF 75
861107 ELECTRICAL CABLE- 5 CONDUCTOR (NO. 14 AWG) LF g4
861108 ELECTRICAL CABLE—- 7 CONDUCTOR (NO. 14 AWG) LF 1430
861116 ELECTRICAL CABLE—- 2 CONDUCTOR (NO. 12 AWG) LF 300
866103 15" LIGHTING ARM FOR SIGNAL STRUCTURE EA 2
871202 INSTALL CONTROLLER AND CABINET — BASE MOUNT EA 1
8713001 REMOVE AND SALVAGE EXISTING EQUIPMENT LS LS
C. MATERIALS TO BE REMOVED BY THE CONTRACTOR.

EQUIPMENT LIST

MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING THE STANDARD PLATES FOR

ALL MATERTALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME PROPERTY OF THE CONTRACTOR.
THE SHA SIGNAL SHOP SHALL REMOVE AND RETAIN THE CONTROLLER AND ALL INCIDENTAL EQUIPMENT.

IN A BASE MOUNTED CABINET SHALL BE INSTALLED AT THIS LOCATION. THE INTERSECTION
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u Offlce of Trafflc & Safety

TRAFFIC ENGINEERING DESIGN DIVISION
GENERAL INFORMATION PLAN
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